
GLASS BRICK Edition 01 / 06.10.2026

SOLID GLASS BLOCKS / TECHNICAL SHEET

Material. Format. Performance.
Solid architectural glass blocks. Shared material data for the Glass Brick collection.

FORMATS AND APPROXIMATE WEIGHT

Block format Weight / block Blocks / m²*

200 × 100 × 50 mm ≈2.3 kg ≈50

150 × 150 × 50 mm ≈2.65 kg ≈44

150 × 150 × 60 mm ≈2.25-2.45 kg ≈44

Recessed models: Moon ≈2.25 kg; Satellite ≈2.35 kg; Tesseract ≈2.45 kg.

Weight is approximate and varies slightly with design and casting.

TEST RESULTS

One 200 × 100 × 50 mm block tested · Fuda FT-20230215004 · 2023

110.4 MPa
Compression

37.2 MPa
Bending

20.06 MPa
Tension

2.1 J
Impact energy

MATERIAL PROPERTIES

Reaction to fire A1 - non-combustible glass

Water absorption 0% - non-porous glass

Thermal conductivity λ ≈1.0 W/(m·K)

Reference value for ordinary solid glass; not a measured result for these blocks.

* Based on a 200 × 100 or 150 × 150 mm face, without joints. Use the calculator for other layouts.

A1: mineral glass without organic additions (Decision 96/603/EC). Mechanics: Fuda test report.

Chemical screening: 3 clear samples, NAP2603050301E. λ reference: Pilkington ATS-129.
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